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Surface Mounted Door Closer 8000 SERIES

ɾThe standard type is installed on the pull side, and the parallel type
  is installed on the push side.

Standard / Parallel application

ɾThere are two speed ranges for door closing speed.
ɾ5IPTF�SBOHFT�BSF�DMBTTJpFE�JOUP�UXP�TUBHFT�PG�UIF��TU�TQFFE�SBOHF
��XIJDI�DPOUSPMT�PWFSBMM�EPPS�DMPTJOH�TQFFE�BOE�UIF��OE�TQFFE�SBOHF
��XIJDI�DPOUSPMT�MBUDIJOH�TQFFE�
ɾ5IPTF�TQFFET�DBO�CF�BEKVTUFE�CZ�JOEFQFOEFOU�TQFFE�BEKVTUNFOU
��WBMWF�

Speed control valves

Hold-open device

Specification and adjustment

Hold-open device
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Surface Mounted Door Closer 8000 SERIES

Standard application / Without hold-open Parallel application / Without hold-open

Standard application / With hold-open Parallel application / With hold-open



Without hold-open S8002～4

Without hold-open 8005,8006
Without hold-open with backcheck 8005BC,8006BC
　　　



Without hold-open S8002～4

Without hold-open 8005,8006







Without hold-open 8001P
With built-in hold-open 8011P

　　　



Without hold-open 8001P
With built-in hold-open 8011P

　　　

Without hold-open spring adjustable type 8000PV,8001PV

Without hold-open 8005P,8006P
Without hold-open with backcheck 8005PBC,8006PBC

Without hold-open 8002P,8003P,8004P
Without hold-open with backcheck 8002PBC,8003PBC,8004PBC 
With built-in hold-open 8012P,8013P
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8000 SERIES 8000 SERIES

Parallel arm application Parallel arm application
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